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FLEX DC® 88 Specification Sheet
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FLEX DC® 88 is a high performance flexible LED fixture suitable for use in coves, under cabinets, in shelves, and virtually anywhere a
linear fixture is required.

ELECTRICAL ACCESSORIES

Input Voltage 24VDC Channels Optic Arts® Channel (pg. 3-5)

Dimming Options * PURE DC™ Connectors LC-I2P-M, LC-I2P-F, LC-O2P-F, LC-O2P-M
* MLV (Pg. 5)
+ 0-10 Volts Note: FLEX DC® 88 must be used in conjunction with
* DMX Optic Arts® Channel for proper heat dissipation.
* Lutron (2-WIRE, 3-WIRE, EcoSystem) LUMEN OUTPUT

Power Consumption 8.8 Watts per foot

Certification

PHYSICAL

ETL - Conforms to UL Std. 2108; Certified
to CSA Std. C22.2 No. 9.0

Title 24 - Selected models are JA8

2016 compliant when used with 0-10V,
DMYX, or Lutron Premier dimming. JA8
option must be specified in part number
builder below.

Field Cuttable

Every 1.97"

Operating Temperature

-40° C (-40°F) to +70°C (+158°F)

Environment

IP40 - Dry Location
IP68 - Wet Location

Maximum Class 2 Run Length

1P40: 10', IP68: 10

Dimensions (W x H):

1P40 - 0.63" (15.88mm) x 0.13" (3.18mm)
IP68 - 0.69" (17.47mm) x 0.25" (6.35mm)
1P68 Endcaps - 0.33" (8.40mm) x 0.77"
(30.17mm)

2400K

649.50 Im/ft 73.81 Im/Watt

2400K JA8 2016 (IP40 only)!

649.50 Im/ft 73.81 Im/Watt

2700K

762.08 Im/ft 86.60 Im/Watt

3000K

783.55 Im/ft 89.04 Im/Watt

3000K JA8 2016 (IP40 only)!

783.55 Im/ft 89.04 Im/Watt

3500K

840.31 Im/ft 95.49 Im/Watt

6000K

838.20 Im/ft 95.25 Im/Watt

Note: Stated lumen values have a tolerance of +/- 10%.
1: Must be used with 0-10V, DMX, or Lutron Premier dimming.

PERFORMANCE
CRI 90+
Lumen Maintenance 50,000 Hours
Binning Tolerance +/- 100K
Warranty 5years

PART NUMBER BUILDER

. o .

+ + +
SERIES IP RATING COLOR VOLTAGE WATTAGE LENGTH
FLEXDC 40 = IP40 - Dry Location 20 = 2000K (IP40 only) 35 =3500K 24=24VDC 88 =8.8w XX = Custom Length

=1P68 - Wet Location | 24 = 2400K 41=4100K
24) = 2400K JA8 2016 (IP40 60 = 6000K
only)! R =Red
27 =2700K G = Green
30 =3000K B =Blue
30J = 3000K JA8 2016 (IP40 A = Amber
only)!

1: Must be used with 0-10V, DMX, or Lutron Premier dimming.
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FLEX DC® 88 Specification Sheet

DIMENSIONS

Optic Arts® cuts all FLEX DC® and Channel products to length per customer specifications. Each length of FLEX DC® is fitted with a 6’ wire lead (cus-

tom lengths available upon request) and packaged on a reel in an anti-static bag. Bags are labeled with fixture type, length and location (if applicable).

Each piece of channel is labeled with fixture type, length and location (if applicable), and is bundled by fixture type.
« Due to the nature of the FLEX DC® product, specific lengths may not fall exactly on a cutting point. In this case, Optic Arts® will always cut to the smaller dimension unless otherwise specified.
* Unless otherwise specified, channel is cut 15mm longer than FLEX DC®.
« Some on-site assembly required. See installation guides for details.

INDOOR FLEX DC® 88 OUTDOOR FLEX DC® 88
0.67"
—
| DE R BES 3l IESIC
3 B d| |
1.97"
Gl ———m

*Encased in silicon

INDOOR DIMENSIONS OUTDOOR DIMENSIONS
Width 0.59°(15.88mm) Width 0.69" (17.47mm)
Height 0.09” (2.21Tmm) Height 0'25" ®. 3.5mm)
Cuttable Segment Length 1.97" (50.04mm) Width (Endcap) 0.77,. (1.9 54mm)
Pitch Length 0.67"(17.47mm) Height (Endcap) 0.33"(8.40mm)
Max Run Length 10.00'(3048.00mm) Max Run Length 10.00' (3048.00mm)
INDOOR FLEX DC® 88
— 3
0y 4 B0
i -:wucansEQ: a
L N |
~0.45" Specified Length
OUTDOOR FLEX DC® 88

A T
~0.23" Specified Length ~0.13
1130 Monterey Pass Rd, Monterey Park, CA 91754
213.250.6069 | customerservice@opticarts.com | www.opticarts.com 2 0f 12
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FLEX DC® 88

Specification Sheet

ACCESSORIES

LC-12P-M

Indoor Lead Connector
(Male)

 E—
0.94"
(23.90mm)
0.47"
(12.00mm)

1

O | oz

LC-I12P-F

Indoor Lead Connector
(Female)

0.77"
(19.60mm)

0.57"
(14.40mm)

DB |

LC-O2P-F

Outdoor Lead Connector
(Female)

@0.74"
(18.75mm)

L
1.72"
(43.75mm)

LC-O2P-M

Outdoor Lead Connector
(Male)

@0.75"
(19.00mm)

1.72"
(43.75mm)

FLEX.ZIP

Strain Relief Clip

> J
0.37"
(9.50mm)

|
0.77"
(19.50mm)

0.19"
(4.90mm)

1130 Monterey Pass Rd, Monterey Park, CA 91754
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FLEX DC® 88

Specification Sheet

COMPATIBLE DRIVERS
= MLV (MLV)
6 16 6%0 06~~0%0 00 O0PO 1 O~=sp
24VDC- PART DESCRIPTION
0O ML10S24VDC 10W 120VAC DIMMABLE DRIVER
ML20524VDC 20W 120VAC DIMMABLE DRIVER
O MLV ML35524VDC 35W 120VAC DIMMABLE DRIVER
0O DRIVER o ML35524VDC-277 35W 277VAC DIMMABLE DRIVER
ML40S24VDC 40W 120VAC DIMMABLE DRIVER
O ML50524VDC 50W 120VAC DIMMABLE DRIVER
ML50524VDC-277 50W 277VAC DIMMABLE DRIVER
120 VAC ML60S24VDC 60W 120VAC DIMMABLE DRIVER
ML75524VDC 75W 120VAC DIMMABLE DRIVER
ML75524VDC-277 75W 277VAC DIMMABLE DRIVER
ML96524VDC 96W 120VAC DIMMABLE DRIVER
ML96524VDC-277 96W 120VAC DIMMABLE DRIVER
EM2-200524DC 200W 120VAC DIMMABLE DRIVER, 2 96W CIRCUITS
EM3-300524DC 300W 120VAC DIMMABLE DRIVER, 3 96W CIRCUITS
EM2-200524DC-277 200W 120VAC DIMMABLE DRIVER, 2 96W CIRCUITS
EM3-300524DC-277 288W 120VAC DIMMABLE DRIVER, 3 96W CIRCUITS
DIMENSIONS
10W-50W H2.11" W 7.38" D 1.60"
60W-96W H3.93"W8.13";D1.59"
200-300W H5.69"; W 10.29"; D 3.13"
DIMMING PERFORMANCE
MLV DRIVER Dims to 20% on most MLV dimmers
NOTE: Must be loaded between 75%-100% of rated load to maintain FLEX DC® warranty
24V DC+ PART DESCRIPTION
B8 16 ©0%WO to~=BR0 160 OGO ! o~===f PDC.40.24 40W 120/277VAC PURE DC™ MLV DIMMABLE DRIVER
24V oC- PoCS624 ‘96 120/277VAC PURE DC™ MLV DIMIVABLE DRIVER
DIMENSIONS
PURE DCTM @ ® 40W L 14.25"; W 3.00"; H 2.88
9%6W L14.75" W 431" H4.81"
DRIVER —
DIMMING PERFORMANCE
PURE DC™ DRIVER Dims to 0.1% on most MLV dimmers
+
120 VAC —
277 VAC WIRING
24V DC+
6 16 O0WO 10~=0REC 100 OPO 1 O=eg
24V DC-
PURE DC™ @ — =
DRIVER
.
277 VAC

1130 Monterey Pass Rd, Monterey Park, CA 91754
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CHW-S-2623

Specification Sheet
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FLEX STP VARIABLE WHITE

FLEX DC VARIABLE WHITE

PHYSICAL ACCESSORIES PART #
Description Surface mounted channel with wrap Plastic End Cap EWSSEED QTY: 3
around lens. Plastic End Cap w/Hole CAWSSEEE (OTv- 3
Material Anodized Aluminum Milky Lens GwWsZeEew QTY: 3 @ 10
Lens Cover Polycarbonate
Width A: 1.03" (26.20mm)
Inner Width B: 0.80" (20.35mm) COMPATIBLE FLEX PRODUCTS
Height C: 0.89” (22.76mm)
Length 2 meters FLEX DC 15 FLEX DC 22
DIMENSIONS
FLEXDC 30 FLEXDC 44
FLEX DC 88 4 FLEX 44 RGBW
c
FLEX DC 88 RGBW FLEX DC QUAD
- T Fits P40 only
— 1
1 A 1
FLEX STP 73 FLEX STP RGBW
1P20 only 1P20 only
FINISH
Satin Silver Red Powder Coat*

Deep Bronze Anodized*
Matte Black Anodized*
White Powder Coat*

Gray Powder Coat*
Chrome*
Custom RAL Powder Coat*

1P20 only

Blue Powder Coat* FLEX STP 40 FLEX STP 20
1P20 only 1P20 only
*Special order finishes may increase order lead time and incur an added cost
PART NUMBER BUILDER
. . ©_ gmw -
- e
SERIES CHANNEL TYPE DIMENSIONS LENS FINISH
CHW = Channel Wide S = Surface Mounted 2623=H 23.00mmx W 2M = Milky Lens SL = Satin Silver *BL = Blue Powder Coat
Channel 26.00mm *MB = Matte Black Anodized ~ *RD = Red Powder Coat
*BZ = Deep Bronze Anodized ~ *YL =Yellow Powder Coat
*WH = White Powder Coat *CH = Chrome
*GY = Gray Powder Coat *CR = Custom RAL Powder
Coat
*Special order finishes may increase order lead time and incur an added cost
1130 Monterey Pass Rd, Monterey Park, CA 91754
213.250.6069 | customerservice@opticarts.com | www.opticarts.com 1of2
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CHW-S-2623

Specification Sheet

ACCESSORIES

CHW-S-2623-EC

Plastic End Cap

0.96"
(24.18mm)
|

1.04"
(26.38mm)

oor - AL

(2.07mm)

CHW-S-2623-ECH

Plastic End Cap w/Hole

20.25"

(6.37mm)
0.96"

(24.18mm)
1.04"
(26.38mm)

s = [LIT ]
(2.07mm)

CHW-§-2623-CM

Milky Lens
0.95"
(24.06mm)
0.71"
(18.10mm)

0.79"
(20.00mm)
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CHW-C-3030

Specification Sheet
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ACCESSORIES

PART #

e

@-

Description 45 degree channel with rounded lens. Plastic End Cap (CHW-C-3030-EC
Material Anodized Aluminum Plastic End Cap w/Hole CHW-C-3030-ECH
Lens Cover Polycarbonate Mounting Clip

Width A: 1.18" (30.00mm) Clear Lens CHW-C-3030-CC
Inner Width B: 0.78" (20.20mm) Frosted Lens CHW-C-3030-CF
Height C:1.18" (30.00mm) Milky Lens

Overall Height w/ Mounting Clip

D: 1.29" (32.77mm)

Overall Width w/ Mounting Clip

E: 1.29"(32.77mm)

Center

Length 2 meters Blend
DIMENSIONS Not Blended
COMPATIBLE FLEX PRODUCTS Blended w/Milky Lens
FLEXDC 15 FLEXDC 22
c D
FLEX DC 30 FLEXDC 44 pocod
e
—_ E
A Mounting Clip FLEX DC 88 FLEX 44 RGBA/W 3
*See Physical for correlating dimensions
FLEX DC 88 RGBW FLEX DC QUAD 3
FINISH Fits IP40 only
Satin Silver Red Powder Coat*
Deep Bronze Anodized* Gray Powder Coat* FLEXSTP 73 FLEX STP RGBW
Matte Black Anodized* Chrome* 1P20 only 1P20 only
White Powder Coat* Custom RAL Powder Coat*
*
Blue Powder Coat FLEX STP VARIABLE WHITE FLEX DC VARIABLE WHITE
*Special order finishes may increase order lead time and incur an added cost 1P20 only
FLEX STP 40 FLEX STP 20
1P20 only 1P20 only
PART NUMBER BUILDER
+ + +
SERIES CHANNEL TYPE DIMENSIONS LENS FINISH
CHW = Channel Wide C = Corner Mount 3030=H 30.00mmx W 2C =Clear Lens SL = Satin Silver *BL = Blue Powder Coat
Channel 30.00mm 2F = Frosted Lens *MB = Matte Black Anodized ~ *RD = Red Powder Coat
2M = Milky Lens *BZ = Deep Bronze Anodized  *YL = Yellow Powder Coat
*WH = White Powder Coat *CH = Chrome
*GY = Gray Powder Coat *CR = Custom RAL Powder
Coat
*Special order finishes may increase order lead time and incur an added cost
1130 Monterey Pass Rd, Monterey Park, CA 91754
213.250.6069 | customerservice@opticarts.com | www.opticarts.com 1of2
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CHW-C-3030

Specification Sheet

ACCESSORIES

CHW-C-3030-EC

Plastic End Cap

\ &

DY,

1.16"
(29.37mm)

a
\

1.16"
(29.37mm)

—+(1.55mm)

CHW-C-3030-ECH

Plastic End Cap w/Hole

. 20.23"
- 5.86mm
(29.37mm) ( )

1.16"
(29.37mm)

LI 1. o

(1.55mm)

CHW-C-3030-MC

Mounting Clip

<

.

20.12"
(3.13mm)
0.59"
(15.00mm)
1.38"
(35.00mm)

1.38"
(35.00mm)

CHW-C-3030-CC

Clear Lens

0.45"

11439mm)/\

1.57"
39.82mm)

CHW-C-3030-CF

Frosted Lens

0.45"

11.39mm)/\

1.57"
39.82mm)

CHW-C-3030-CM

Milky Lens

0.45"

1" .39mm)/\

1.57"
39.82mm)
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